
Grade GLM 
Technical Data Sheet

Standard Sizes 

	 3” through 30” x 72” long rounds 

	 16” x 16” x 72” rectangular blocks 

	 15” x 36” x 72” rectangular blocks

 

20” x 20” x 72” rectangular blocks 

22” x 22” x 72” rectangular blocks 

24” x 24” x 72” rectangular blocks

Maximum Particle Size	 	 0.031 in.	 0.8 mm

Apparent Density	 	 108.5 lb/ft3	 1.74  gm/cc

		  English Units	 Metric Units

Porosity	 	 16 %	 16%

Specific Resistance	 WG	 27.6 x 10 -5 ohm-in	 7 Micro ohm-m

	 AG	 47.2 x 10 -5 ohm-in	 12 Micro ohm-m

The above values are typical and are not to be used as specification limits, unless otherwise noted.

Typical Physical Properties

Flexural Strength	 WG	 3000 psi	 21 N/mm2

	 AG	 2130 psi	 15 N/mm2
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Compressive strength	 WG	 5400 psi	 38 N/mm2

	 AG	 5400 psi	 38 N/mm2

Young’s Modulus	 WG	 1.85 x 10 -6 psi	 13 x10 -3 N/mm2

	 AG	 1.42 x 10 -6 psi	 10 x10 -3 N/mm2

Thermal Conductivity	 WG	 116 BTU/ft.hr ˚F	 200 W/m.˚C

	 AG	 87 BTU/ft.hr ˚F	 150 W/m.˚C

Coefficient of Thermal Expansion	 WG	 8.16 x 10 -7 / ˚F	 16 x 10 -7 ˚C

	 AG	 18.85  x 10 -7 / ˚F	 34 x 10 -7 ˚C

Tensile Strength	 WG	 2130 psi	 15 N/mm2

	 AG	 1420 psi	 10 N/mm2

Hardness Rockwell	 	 70 R	 70 R
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Manufactured by       Graphite India Ltd


